New Controller

Series

Easy-to-set temperature. Controller can be separated from

HAP2000

the body. Various devices can be built in.

(Three-phase 200V 3kW /5kW /7.5kW)
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[l Suction opening

Suction opening size
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4-M5 Tap hole
4-M8 Tap hole for

HAP2301H or 2402H.

HAP2031 - 2051 - 2076 75 96
HAP2081 - 2101 100 120
HAP2151H- 2201H 125 140
HAP2301H- 2402H 150 180

The suction opening is positioned opposite to the blast motor in all models.

HAP2031 ~ HAP2201H equipped with movable damper (open air ratio: approx.

10 ~ 100%).

HAP2301H ~ HAP2402H equipped with damper with flange (model No. PPDO150).




. HAP230 1H/HAP2402H (Three-phase 200V 30kW /40kW)

Gas temperature range at discharge opening

Normal temperature ~ 350°C*

Reference airflow volume
(50/60 Hz)

4.0/4.8 m*min (with damper full-open)
3.2/3.8 m¥min (with damper 2/3-open)
2.0/2.4 m*min (with damper 1/3-open)

6.7/7.8 m¥min (with damper full-open)
5.7/6.6 m¥min (with damper 2/3-open)
3.6/4.3 m*min (with damper 1/3-open)

Airflow volume adjustment

Adjust suction volume with movable damper.

Suction opening diameter

¢ 75 mm hole (movable plate-type damper attached)

# 100 mm hole (movable plate-type damper attached)

Discharge opening diameter

¢ 73 mm stainless steel pipe

# 98 mm stainless steel pipe

Suction air temperature

—10°C ~ 230°C

o £ |Maximum airlow volume (50/60 Hz) 5.4/6.2 m*/min 8.8/10.4 m*/min

é :‘§, Maximum static pressure (50/60 Hz) 0.63/0.91 kPa 0.95/1.35 kPa

% ‘§ Capacity Three-phase 200 V 0.15 kW Three-phase 200 V 0.3 kW
? 5 | Meximum noise (5060 Ha) 55/59 dB 64/66 dB

Power supply - Electrical cable

VCT 4 cores X 35 mm* X 3 m

VCT 4 cores X 55 mm* X 3 m

VCT 4 cores X 55 mm* X 3 m

VCT 4 cores X 8 mm* X 3 m

Weight 28 kg 34 kg 35 kg
Model No. HAP2151H HAP2201TH HAP2301H HAP2402H
Product code 00700262 00700272 00700282 00700294
Power source Three-phase 200 V (50/60 Hz)
Total capacity 16.5 kW 21.5 kW 315 kW 415 kW
Heater capacity 15 kW 20 kW 30 kW 40 kW

Gas temperature range at discharge opening

Normal temperature ~ 350°C*

Reference airflow volume
(50/60 Hz)

15.0/17.5 m*/min (with damper full-open)
12.4/14.8 m¥min (with damper 2/3-open)
7.5/91 m*min (with damper 1/3-open)

23/27 m¥min (with damper full-open)
17/21 m*/min (with damper 2/3-open)
5.5/6.5 m*min (with damper 1/3-open)

Airflow volume adjustment

Adjust suction volume

with movable damper.

Suction opening diameter

$125 mm hole (movable plate-type damper attached)

# 148 mm hole (damper with flange attached)

Discharge opening diameter

¢ 123 mm stainless steel pipe

# 148 mm stainless steel pipe

Suction air temperature

—10°C ~ 230°C

” g Maximum aitflow volume (50/60 Hz) 20.8/24.0 m¥/min 30/34 m*/min
% % Maximum static pressure (50/60 Hz) 1.65/2.37 kPa 1.95/2.8 kPa
§ 5 Capacity Three-phase 200 V 15 kW

5| Maximum noise (50/60 Hz) 85/90 dB 87/90dB

Power supply - Electrical cable

VCT 4 cores X 14 mm* X 3 m

VCT 4 cores X 22 mm* X 3 m

VCT 4 cores X 38 mm* X 3 m

Weight

74 kg

77kg

114 kg

121 kg

**Gas temperature varies depending on the conditions of use. The product should not be used higher than the maximum temperature.
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series HAP2000
Model No. HAP2031 HAP2051 HAP2076 HAP2081 HAP2101
Product code 00700210 00700220 00700230 00700240 00700250
Power source Three-phase 200 V (50/60 Hz)
Total capacity 3.2 kW 52 kW 7.7 KW 8.3 kW 10.3 kW
Heater capacity 3 kW 5 kW 7.5 kW 8 kW 10 kW

For ordering, please specify the model number and the product code.




